
Enclosure cooling units 

SLIMLINE PRO

•  Modern industr ia l  design

• Simpl i f ied instal lat ion

• Up to 50% less refr igerant 

•  Operat ing temperature range  

f rom +10°C to +60°C

• High protect ion c lass IP 55 /  IP56

• NEMA /  Type 4X with stainless 

steel  housing

• Ident ical  cutout for  mult ip le  

cool ing capaci t ies

• Wal l  mounted or recessed

• 100% recyclable packaging

www.sei fer tsystems.com



SLIMLINE PRO series KG 8500

Condenser
The micro channel condenser allows a significant reduction 
in the amount of refrigerant used (> 50%). The result: high 
efficiency and environmental protection.

Condensate management 
Standard feature: corrosion resistant electric 
condensate evaporator in stainless steel (V2A)

Bracket for wall mounting 
Easy and quick installation thanks to the 
new mounting bracket. Once hooked into 
the enclosure cutout from the front using a 
handling crane, the cooling unit can easily 
be mounted to the enclosure by a single 
person.

Bracket for recessed mounting
After the front cover has been removed, the 
cooling unit can be hung using a handling crane 
into the enclosure cutout from inside, and be 
easily mounted to the enclosure.



SLIMLINE PRO packaging

Lifting sling
The innovative pre-installed lifting sling saves you from having to screw on the traditional eye bolts. After the outer box 
has been removed from both sides, the cooling unit can be hung directly into the enclosure cutout for installation.

Modell Cooling capacity L35L35 Dimension

KG 8503 350 W 600 x 250 x 135 mm

KG 8505 550 W 370 x 520 x 155 mm

KG 8506 670 W 600 x 250 x 135 mm

KG 8508 *) 825 W 950 x 305 x 210 mm

KG 8512 *) 1,200 W 950 x 305 x 210 mm

KG 8412 *) 1,500 W 950 x 395 x 250 mm

KG 8515 1,500 W 1,350 x 395 x 210 mm

KG 8520 2,000 W 1,350 x 395 x 210 mm

KG 8525 2,500 W 1,350 x 395 x 210 mm

KG 8540 4,000 W 1,550 x 455 x 270 mm

KG 8562 6,000 W 1,630 x 455 x 270 mm

*) same enclosure cutout

The 100% recyclable packaging of the SLIMLINE PRO units does not contain 
any plastic and is another contribution towards environmental protection.
 
The unit can be unpacked in no time. The tray above the cooling unit contains the 
necessary installation material and a short summary of the user manual. The full 
version can be downloaded using the QR code on the type plate.
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